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Panidis SA was founded in 1974 by Mr. Grigoris Panidis with the distinctive name "Macedonian 

brass". The company's initial engagement was the processing and engraving of brass products, 

but soon it focused on the design and production of aluminium parts. Over the years and with 

the entry of the second generation in the company’s administration, from a family company 

with limited human resources, it has become one of the leading companies in the Greek 

market, with hundreds of customers and exports to 25 countries in 3 continents. Until today, 

continuous investment in know-how and engineering equipment coupled with high-skilled 

personnel, suitably trained and with years of experience in manufacturing, have established 

Panidis SA as one of the most modern and dynamically developing Greek producers in the 

aluminium parts industry.

The high quality of all the products and services it provides, the highly competitive prices and 

the continuous research for the design and production of new innovative products, ensure a 

greate future development for Panidis SA, in the domestic but also international market for 

aluminium parts.

The vertical production installations, equipped with state-of-the-art CNC machining centers 

and lathes and with modern anodizing and powder coating units, produces 100% Greek prod-

ucts, with a wide range of accessories for aluminium systems, glazing accessories and alumin-

ium railings. All products are constantly on stock and can be promptly delivered throughout 

Greece and abroad.

COMPANY PROFILE

https://www.panidis-sa.com/index.php?route=information/information&information_id=11
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E  s  t  a  b l ish m e  nt  of  t  h  e co m p a  ny by G  r  ig or  ios  Pa  n id is  .  T  h  e co m p a  ny 's  in i t ia  l  

e  n  g a  g e m e  nt  was t  h  e processin  g a  n  d e  n  g  rav in  g of  brass  pro d  u  c  t  s  PA N  ID IS 

S  A is  fo u  n  d e  d by M  r.  G  .  Pa  n id is

M a  r  ket  I  ntro d  u  c  t io  n of  A  l  u min  u  m Rai l in  gs Sys  te m 

(M A  K S  YS T E  M by PA N  ID IS  S  A)

Foc  us o  n t  h  e d  esig  n a  n  d pro d  u  c  t io  n of  m  o ld e  d a  l  u min iu  m co m po n  e  nt  s  for  

d oor  a  n  d w in  d ow f ra m es 

–  E  s  t  a  b l ish m e  nt  of  At  h  e  ns P  re mises (  Wa  re  h o use & S  h ow Roo m)

U pg  ra d  e pro d  u  c  t io  n c  a  p a  c i t  y of  A  rc  h i te  c  tu  ra  l  A  l  u min  u  m co m po n  e  nt  s

Cre  at io  n of  n  ew fa  c i l i t ies  of  350 0 m2 

–  E  x  pa  nsio  n of  H  e  adq  ua  r  ter  s  premises wit  h a  ddit ion  a  l  3 .  500 m2

E s  t  a  b l ishme nt  of  powder  coat in  g  l in  e  for  a  l  uminiu  m compon e  nt  s  

–  I  ns  t  a  l la t io  n  of  P  owder  Coat in  g  P  la  nt   

Investment  in  CNC machin ing centers  for  the product ion of  innovat ive  and 

qual i tat ive  products

–  Investment  in  CNC Machin ing Centers

P  rovis ion of  bespo  ke so l  u  t ions in  ex  t r  usion for  le  ading a l  uminium 

ma  n  ufa  c  tu  rer  s  by d  esig  nin  g a  n  d prod  u  cin  g spe  cia  l ize  d compon  e  nt  s  

–  E  n  la  rg  e Ma  r  ket  pe  n  etrat io  n by d  evelopin  g Cus  tom Mad  e S  ol  u  t ions

E  s  t  a  bl ishme  nt  of  a  s  t  ate  -of- t  h  e  -a  r  t  a  nodiz in  g l in  e 

–  I  ns  t  a  l la t io  n of  n  ew s  t  ate  -of- t  h  e  -a  r  t  A  nodizat io  n P  la  nt

New ma  r  ket  e  ntr  y .  Desig  n a  n  d prod  u  c  t io  n of  a  l  uminium compon  e  nt  s  a  n 

d a  l  uminiu  m s  ys  tem  s  for  g  lass  

–  L  a  u  n  c  hin  g of  n  ew G  lass  Accessor  ies  P  rod  u  c  t  P  or  t  fo l io

I  nves  tme  nt  in  10 new CNC ma  c  hin in  g ce  nter  s  for  t  h  e improveme  nt  of  

pro d u c t i v i t y 

–  E  x  pa  n  d prod  u  c  t io  n c  a  pa  ci t  y /  a  ddit ion  a  l  inves  tme  nt  in  n  ew CNC Ma  c 

hin in  g  Ce  nter  s

2006
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GF-10   GLASS DOORGLASS DOORS & ACCESSORIES

GF-10           
ALUMINIUM GLASS DOOR FRAME SYSTEM
-

The aluminium glass door frame system GF-10, consists of the main profile, its lid and 2 types of  jamb coverage, while it 

has a snap-on anti-shock seal. 

• It is compined with GH-10 hinges, a magnetic lock GL-100 and a magnetic strike plate GL-101 / GL-102 or door clip 

holder GL-50 and a strike plate GL-51.

• Innovative flush design for the hinge and the strike plate.

• The system consists of 3 aluminum profiles of length 5,5m each.

• Suitable for 8mm - 10mm glass panel thickness.

D o w n l o a d t h e 
b r o c h u r e
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GF-10   GLASS DOORGLASS DOORS & ACCESSORIES

• Maximum door weight 50kg for 2 hinges, 75kg for 3 hinges.

• Jamb coverage from 75mm to 180mm.

• Snap-on shock absorbing seals.

• Magnetic lock GL-100 with magnetic strike plate.

• Corner connector brackets and corner alignment parts are included.

• Delivered immediately.

• Complete installation handbook provided.
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GF-10-M  MINIMAL GLASS DOORGLASS DOORS & ACCESSORIES

GF-10-M
MINIMAL ALUMINIUM GLASS DOOR FRAME SYSTEM
-

The aluminium glass door frame system GF-10-M, consists of the main profile, its lid and a snap-on anti-shock seal.

• It is combined with GH-10 hinges, GL-100 and a  magnetic strike plate GL-101 / GL-102 or a door clip holder GL-50 

and a strike plate GL-51.

• Innovative flush design for the hinge and the strike plate.

• The system consists of 2 aluminum profiles of length 5.5m each.

• Suitable for 8mm - 10mm glass panel thickness.

D o w n l o a d t h e 
b r o c h u r e

A A

SCALE 1 : 5
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Copyright Panidis SA. All rights reserved.
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https://www.panidis-sa.com/downloads/GF-10-M%20Brochure%20EN.pdf
https://www.panidis-sa.com/index.php?route=product/product&path=104_105&product_id=179
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GLASS DOORS & ACCESSORIES GF-10-M   MINIMAL GLASS DOOR

• Maximum door weight 50kg for 2 hinges, 75kg for 3 hinges.

• Snap-on shock absorbing seals.

• Magnetic lock GL-100 with magnetic strike plate.

• Corner connector brackets are included.

• Delivered immediately.

• Complete installation handbook provided.
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Copyright Panidis SA. All rights reserved.
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GLASS DOORS & ACCESSORIES GF-20   GLASS DIVIDER SYSTEM10
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GF-20           
ALUMINIUM GLASS DIVIDER SYSTEM
-

• The system is consist of 4 aluminium profiles, 2 profiles with 5,5 meters length (GF-20-01, GF-10-02) and 2 profile with 6 

meters length (GF-20-02, GF-20-03), reulting in reduced stock required and limiting material waste.

• The aluminium profiles are available in many finishing options: natural anodized, satiné (inox look) anodized, black anod-

ized, or powder coating in selected shades from the RAL palette.

• It is combined with GH-10 hinges, GL-100 and a  magnetic strike plate GL-101 / GL-102 or a door clip holder GL-50 

and a strike plate GL-51.
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GF-20   GLASS DIVIDER SYSTEMGLASS DOORS & ACCESSORIES11
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• The frame is easily and quickly installed, it harmoniously encases the base and creates an aesthetically flawless result.

• Suitable for installation of glass panels ranging from 8mm to 10mm in thickness.

• The lock strike plate is placed in a special formed channel, either at the right or at the left side of the frame, without re- 

quiring processing of the frame (cutting), which causes wear and aesthetic imperfections.

• By placing the bases of the hinges in the specially formed channel of the frame, the channel acts as a guide for easy,

quick, and correct door placement.

• Connection and alignment corners are provided, for a more rigid and solid application on corners.

• The system contains a rubber sealant which absorbs vibrations when the door is shut, decreases noise, and reduces

odours and heat loss. Rubber sealants for fixed glass panels are also provided.

• Instant delivery with complete installation handbook and technical support if needed.
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GL-100 MAGNETIC LOCKGLASS DOORS & ACCESSORIES

GL-100
MAGNETIC GLASS DOOR LOCK 
-

High quality silent door lock with magnetic latch that can be used on internal 

glass doors, both for glass to glass, glass to wall or frame profile installations.                 

• The magnetic latch can be deactivated in it's open position to prevent trap-

ping of peaople in non accessible areas. 

• Easy left or right installation, thus reducing stock requirements.

• Suitable for 8mm-10mm and 12mm glass panel thickness.   

• Available magnetic strike plates GL-101 / GL-102 / GL-104 for wall, wood 

or frame mounting.      
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GL-100  MAGNETIC LOCKGLASS DOORS & ACCESSORIES

AVAILABLE LOCK CYLINDERS
-

• key-key / key-thumb turn / thumb turn-coin release.

KEY-KEY THUMB TURN-
COIN RELEASE

KEY-THUMB TURN

6
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GL-100
Μ Α ΓΝΗΤΙ ΚΗ ΚΛ ΕΙ∆Α ΡΙΑ
-

•  Άψογη σχεδίαση µίνιµαλ αισθητικής.
•  Με εργονοµική χειρολαβή.
• Επιλογές φινιρίσµατος: φυσική ανοδίωση, σατινέ (inox 
 look) ανοδίωση, µαύρη ανοδίωση ή ηλεκτροστατική 
 βαφή µε επιλογή από χρωµατολόγιο παλέτας RAL.
• Η µαγνητική γλώσσα προσφέρει αθόρυβη λειτουργία 
 και απουσία κραδασµών κατά το άνοιγµα και κλείσιµο
 της πόρτας.
• Όταν κλειδώνει σε ανοιχτή θέση, η γλώσσα απενεργο- 
 ποιείται, αποτρέποντας τον εγκλωβισµό ατόµων σε μη
 προσβάσιµους χώρους, τη θραύση των κρυστάλλων 
 αλλά και τη φθορά των εξαρτηµάτων του µηχανισµού.
• Τοποθετείται σε δεξιά ή αριστερά ανοιγόµενες πόρτες, 
  με εύκολη προσαρµογή του εσωτερικού σώµατος του 
 µηχανισµού, µειώνοντας αισθητά την ποσότητα των 
 αποθεµάτων.
• ∆ιαθέτει αντίκρυσµα, το οποίο εφαρµόζει σε ειδικά 
  διαµορφωµένο κανάλι στην κάσα µε βίδες, που καλύ-
 πτονται πλήρως από το καπάκι της κάσας.
• ∆ιατίθεται µε δυνατότητα επιλογής τρόπου κλειδώµατος: 
  κλειδί - κλειδί / κλειδί - µπουτόν / σχισµή - µπουτόν.
• Οι κύλινδροι παραδίδονται στο ίδιο φινίρισµα µε το 
  φινίρισµα της κλειδαριάς.
• Παραδίδεται άµεσα µε όλους τους τρόπους κλειδώµατος 
  και επιπλέον παρέχεται η δυνατότητα τεχνικής 
 υποστήριξης.
   

κλειδί - κλειδί κλειδί - µπουτόν σχισµή - µπουτόν
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GL-102 & GL-104 STRIKE PLATESGLASS DOORS & ACCESSORIES

GL-102
MAGNETIC STRIKE PLATE FOR   
GF-10 /  GF-10M / GF-20
-

• Placed in a specially formed channel in the frame.

• No need to select a predetermined direction of door  

  opening.

• No need for extra work to open a socket (cutting)    

  on the frame. This eliminates potential damages and    

  aesthetic imperfections.

• Easy and fast installation, significally reducing the  

  total installation time.

GL-104
MAGNETIC STRIKE PLATE
(UNIVERSAL)
-

• Strike plate designed for any type of aluminium

or wooden frame.
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GL-101   STRIKA PLATE  ,  GS-10   DOOR STOPPERGLASS DOORS & ACCESSORIES

GS-10
DOOR STOPPER
-

• Snap-on shock absorbing seal.

GL-101
MAGNETIC STRIKE PLATE FOR GL-100  
-

•  Easy left or right installation.

• Suitable for 8mm-10mm and 12mm 

  glass panel thickness.  
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GL-50   DOOR CLIP HOLDER.GLASS DOORS & ACCESSORIES16
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GL-50
DOOR CLIP HOLDER
-

• Suitable for glass panel systems: GF-10 / GF-10-M / GF-20

• 8-10mm glass panel thickness
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GH-10
SIDE HUNG HINGE -  GLASS TO WALL
-

Hinge from high durable CNC machined aluminium for shower cabins and internal glass doors.  

• Suitable for 8mm-10mm and 12mm glass thickness.        

• Maximum door width 900mm. 

• Free moving (no stops).

• Maximum door weight 50kg for 2 hinges, 75kg for 3 hinges. 

• Can be installed on GF-10 / GF-10-M / GF-20, walls and frame profiles.

glass panel thickness

40 36

20 20

SCALE 1 : 2

REVISION:

TOLERANCES:                     LINEAR:
          ANGULAR:

UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN MILLIMETERS

MATERIAL:

DO NOT SCALE DRAWING

DWG NO.

SCALE:1:1

SHEET 1 OF 1 A4

WEIGHT: 

GH-10 Glass for brochure

DATE:

  

  PANIDIS S.A
PRODUCTION OF ALUMINUM RAILING SYSTEMS & ACCESSORIES

TEL:+30 2310 780352-784 519, FAX: +30 2310 783764
www.panidis-sa.com   e-mail: info@panidis-sa.com

Copyright Panidis SA. All rights reserved.

5/4/2021

https://www.panidis-sa.com/index.php?route=product/search&search=gh-10


18

W W W . P A N I D I S - S A . C O M

18 18 18 18

2940

4

29 40

SCALE 1 : 2

  PANIDIS S.A
PRODUCTION OF ALUMINUM RAILING SYSTEMS & ACCESSORIES

TEL:+30 2310 780352-784 519, FAX: +30 2310 783764
www.panidis-sa.com   e-mail: info@panidis-sa.com

DWG NO.

Copyright Panidis SA. All rights reserved.

GH-20 Technical sheet - Brochure version

DATE:   1/4/2021

WEIGHT:  

A3SHEET 1 OF 1

SCALE:2:1

DO NOT SCALE DRAWING

MATERIAL:          

UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN MILLIMETERS
TOLERANCES:                       LINEAR:

            ANGULAR:

REVISION:    

    8-12mm πάχος υαλοπίνακα

85
186

180

29 294 4040

18

50

SCALE 1 : 2

  PANIDIS S.A
PRODUCTION OF ALUMINUM RAILING SYSTEMS & ACCESSORIES

TEL:+30 2310 780352-784 519, FAX: +30 2310 783764
www.panidis-sa.com   e-mail: info@panidis-sa.com

DWG NO.

Copyright Panidis SA. All rights reserved.

GH-20

DATE:   5/4/2021

WEIGHT:  

A3SHEET 4 OF 4

SCALE:1:1

DO NOT SCALE DRAWING

MATERIAL:          

UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN MILLIMETERS
TOLERANCES:                       LINEAR:

            ANGULAR:

REVISION:    

GH-20   HINGEGLASS DOORS & ACCESSORIES

GH-20
SIDE HUNG HINGE -  GLASS TO GLASS
-      

Hinge from high durable CNC machined aluminium for shower cabins 

and internal glass doors. 

• Suitable for 8mm-10mm and 12mm glass thickness. 

• Maximum door width 900mm.

• Free movement without stop from 0o-180o. 

• Maximum door weight 50kg for 2 hinges, 75kg for 3 hinges.

glass panel thickness
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GLASS DOORS & ACCESSORIES GH-30 & GH-30-S   HINGE

GH-30/GH-30-S
3POINT-ZERO POSITION SIDE HUNG HINGE -  GLASS TO WALL  
-

Hinge from high durable CNC machined aluminium for shower cabins and internal glass doors. 

• Suitable for 8mm-10mm and 12mm glass thickness. 

• Maximum door width 900mm.

• Stopping positions at 0° ±90°. 

• Partial reset from ±25° (closed position) ±15° (open position) . 

• Maximum door weight 50kg for 2 hinges, 75kg for 3 hinges.
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GH-40
3POINT-ZERO POSITION SIDE HUNG HINGE -  GLASS TO GLASS
-

Hinge from high durable CNC machined aluminium for shower cabins and internal glass doors. 

• Suitable for 8mm-10mm and 12mm glass thickness. 

• Maximum door width 900mm.

• Stopping positions at 0° ±90°. 

• Partial reset from ±25° (closed position) ±15° (open position) . 

• Maximum door weight 50kg for 2 hinges, 75kg for 3 hinges.
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GLASS DOORS & ACCESSORIES GH-40  HINGE

Glasspanel Thickness
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