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Panidis SA was founded in 1974 by Mr. Grigoris Panidis with the distinctive name "Macedonian 

brass". The company's initial engagement was the processing and engraving of brass products, 

but soon it focused on the design and production of aluminium parts. Over the years and with 

the entry of the second generation in the company’s administration, from a family company 

with limited human resources, it has become one of the leading companies in the Greek 

market, with hundreds of customers and exports to 25 countries in 3 continents. Until today, 

continuous investment in know-how and engineering equipment coupled with high-skilled 

personnel, suitably trained and with years of experience in manufacturing, have established 

Panidis SA as one of the most modern and dynamically developing Greek producers in the 

aluminium parts industry.

The high quality of all the products and services it provides, the highly competitive prices and 

the continuous research for the design and production of new innovative products, ensure a 

greate future development for Panidis SA, in the domestic but also international market for 

aluminium parts.

The vertical production installations, equipped with state-of-the-art CNC machining centers 

and lathes and with modern anodizing and powder coating units, produces 100% Greek prod-

ucts, with a wide range of accessories for aluminium systems, glazing accessories and alumin-

ium railings. All products are constantly on stock and can be promptly delivered throughout 

Greece and abroad.

COMPANY PROFILE

https://www.panidis-sa.com/index.php?route=information/information&information_id=11
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E  s  t  a  b l ish m e  nt  of  t  h  e co m p a  ny by G  r  ig or  ios  Pa  n id is  .  T  h  e co m p a  ny 's  in i t ia  l  

e  n  g a  g e m e  nt  was t  h  e processin  g a  n  d e  n  g  rav in  g of  brass  pro d  u  c  t  s  PA N  ID IS 

S  A is  fo u  n  d e  d by M  r.  G  .  Pa  n id is

M a  r  ket  I  ntro d  u  c  t io  n of  A  l  u min  u  m Rai l in  gs Sys  te m 

(M A  K S  YS T E  M by PA N  ID IS  S  A)

Foc  us o  n t  h  e d  esig  n a  n  d pro d  u  c  t io  n of  m  o ld e  d a  l  u min iu  m co m po n  e  nt  s  for  

d oor  a  n  d w in  d ow f ra m es 

–  E  s  t  a  b l ish m e  nt  of  At  h  e  ns P  re mises (  Wa  re  h o use & S  h ow Roo m)

U pg  ra d  e pro d  u  c  t io  n c  a  p a  c i t  y of  A  rc  h i te  c  tu  ra  l  A  l  u min  u  m co m po n  e  nt  s

Cre  at io  n of  n  ew fa  c i l i t ies  of  350 0 m2 

–  E  x  pa  nsio  n of  H  e  adq  ua  r  ter  s  premises wit  h a  ddit ion  a  l  3 .  500 m2

E s  t  a  b l ishme nt  of  powder  coat in  g  l in  e  for  a  l  uminiu  m compon e  nt  s  

–  I  ns  t  a  l la t io  n  of  P  owder  Coat in  g  P  la  nt   

Investment  in  CNC machin ing centers  for  the product ion of  innovat ive  and 

qual i tat ive  products

–  Investment  in  CNC Machin ing Centers

P  rovis ion of  bespo  ke so l  u  t ions in  ex  t r  usion for  le  ading a l  uminium 

ma  n  ufa  c  tu  rer  s  by d  esig  nin  g a  n  d prod  u  cin  g spe  cia  l ize  d compon  e  nt  s  

–  E  n  la  rg  e Ma  r  ket  pe  n  etrat io  n by d  evelopin  g Cus  tom Mad  e S  ol  u  t ions

E  s  t  a  bl ishme  nt  of  a  s  t  ate  -of- t  h  e  -a  r  t  a  nodiz in  g l in  e 

–  I  ns  t  a  l la t io  n of  n  ew s  t  ate  -of- t  h  e  -a  r  t  A  nodizat io  n P  la  nt

New ma  r  ket  e  ntr  y .  Desig  n a  n  d prod  u  c  t io  n of  a  l  uminium compon  e  nt  s  a  n 

d a  l  uminiu  m s  ys  tem  s  for  g  lass  

–  L  a  u  n  c  hin  g of  n  ew G  lass  Accessor  ies  P  rod  u  c  t  P  or  t  fo l io

I  nves  tme  nt  in  10 new CNC ma  c  hin in  g ce  nter  s  for  t  h  e improveme  nt  of  

pro d u c t i v i t y 

–  E  x  pa  n  d prod  u  c  t io  n c  a  pa  ci t  y /  a  ddit ion  a  l  inves  tme  nt  in  n  ew CNC Ma  c 

hin in  g  Ce  nter  s

2006
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MS-1500   BALUSTRADE SYSTEMRAILINGS & BALUSTRADES

MS-1500
ANODIZED GLASS BALUSTRADE SYSTEM WITH ADJUSTABLE INCLINATION
-

The system consists of an elegant, 80x120mm adjustable aluminium base, 

with clamps for the glass support and EPDM rubber finishing.

• Maximum installation height 1300mm.

• Glass thickness range from 16mm to 21.5mm

• Ability to adjust the inclination of the panel ±2 °.

• No scaffolding required since installation in done from the inside of the balcony.

• Ideal for installation on balconies.

• Integrated water drainage channel.

• Easy and fast installation with a perfect aesthetic result.

• Predrilled base with Inox Satine finish.

• Ready for LED light installation.
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MS-1000   BALUSTRADE SYSTEMRAILINGS & BALUSTRADES

MS-1000
ANODIZED GLASS BALUSTRADE SYSTEM
-

The system consists of a stylish uniform 72x105mm aluminium base, 

with special plastic wedges for the glass support and EPDM rubber finishes.

• Maximum installation height 1100mm.

• Glass thickness range from 12mm to 17.5mm.

• Ideal for installation on balconies.

• Easy and fast installation with a perfect aesthetic result.

• Pre-drilled aluminium base with Inox Satine finish.

• Ready for LED light installation.

• BS6180 Certification from the British Institute of Testconsult.
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MS-125   SPIGOTSRAILINGS & BALUSTRADES

MS-125
GLASS RAILING SYSTEM WITH GROUND SPIGOTS
-

The system consists of 40x185mm aluminium spigots, with a 80x110mm 

flat base for high durability.

• Maximum installation height 1100mm.

• Glass thickness range from 12mm to 17.5mm.

• Ideal for installations on balconies and swimming pools.

• BS6180 Certification from the British Institute of Testconsult.
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RAILINGS & BALUSTRADES MS-125-B   SPIGOTS 

MS-125-B
GLASS RAILING SUPPORT SYSTEM WITH GROUND SPIGOTS
-

The system consists of 40x170mm aluminium spigots. A stainless steel pin 

gives solid support to the system.

• Maximum installation height 1100mm.

• Glass thickness range from 12mm to 17.5mm.

• Ideal for installation by swimming pools with limited space for support systems.

40

17
0m

m

A

A

Πάχος
υαλοπίνακα:

12-12,5mm
15mm

17,5-17,8mm

55

SECTION A-A

Μ
έγ

. ύ
ψ

ος
 ε

γκ
ατ

άσ
τα

σ
ης

:
11

00
m

m

REVISION:

TOLERANCES:                LINEAR:
                          ANGULAR:

UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN MILLIMETERS

  PANIDIS S.A
PRODUCTION OF ALUMINUM RAILING SYSTEMS & ACCESSORIES

TEL:+30 2310 780352-784 519, FAX: +30 2310 783764
www.panidis-sa.com   e-mail: info@panidis-sa.com

MATERIAL:       

DO NOT SCALE DRAWING

DWG NO.

SCALE:1:1

SHEET 1 OF 2 A0

WEIGHT:  

DATE:  6/5/2021

MS-125-B with glass

Copyright Panidis SA. All rights reserved.

glass panel thickness:
12-12,5mm

15mm
17,5-17,8mm

m
ax

im
um

 in
st

al
la

tio
n 

he
ig

ht
:

11
0

0
m

m

https://www.panidis-sa.com/index.php?route=product/product&keyword=MS-125-B&product_id=88


34

W W W . P A N I D I S - S A . C O M

MS-124   STANDOFF RAILINGS & BALUSTRADES

MS-124
GLASS RAILING SYSTEM WITH ADJUSTABLE DOUBLE HUNG STANDOFF (HEAVY DUTY)
-

The system consists of double adjustable aluminum standoffs, 

dimension 55x200mm for frontal installation, 

with adjustable inclination of the glass panel.

• Maximum installation height from standoff, 1250mm.

• Glass thickness range from 12.5mm to 31.5mm.

• Glass panel inclination ±4 °.

• Adjustability of inclination eliminates possible construction imperfections.

• Ideal for installations on balconies and stairs.

• BS6180 Certification from the British Institute of Testconsult.
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MS-123   STANDOFF RAILINGS & BALUSTRADES

MS-123
ADJUSTABLE ANODIZED ALUMINIUM GLASS STANDOFF
-

The system consists of an adjustable aluminium glass standoff, 

diameter Ø50 and length 40mm for frontal installation, 

with adjustable inclination of the glass panel.

• Maximum installation height 1400mm.

• Glass thickness range from 10mm to 25.5mm.

• Ability to adjust the inclination of the panel ±4 °

• Adjustability eliminates possible construction imperfections.

• Ideal for installation on balconies and stairs.

• BS6180 Certification from the British Institute of Testconsult.
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MS-120   STANDOFF RAILINGS & BALUSTRADES

MS-120
STANDOFF Ø50 ANODIZED ALUMINIUM
-

The system consists of an aluminium glass standoff for frontal installation, 

diameter Ø50, and length 50mm.

• Maximum installation height 1400mm.

• Glass thickness range from 10mm to 17.5mm.

• Ideal for installation on balconies and stairs.

• BS6180 Certification from the British Institute of Testconsult.
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MS-120-S   STANDOFF COVERRAILINGS & BALUSTRADES

MS-120-S
RECTANGULAR COVER FOR MS-120 OR Ø50 STANDOFF 
-

• Rectangular cover for MS-120 or Ø50 aluminium standoff.
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1015-L    STANDRAILINGS & BALUSTRADES
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STAND FOR GLASS PANELS
-

• Stand for glass panels with thickness 8mm or 

12mm.

• Compatible with MS-6030 system.

• Suitable for wall mounting.

MS-127
STAND FOR GLASS PANELS
-

• Stand for glass panels with thickness 10mm or 

12mm.

• Suitable for floor mounting.
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GFH-50 & GFH-51  WALL STANDRAILINGS & BALUSTRADES
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glass panel 
thickness:
20mm

GFH-51
WALL STAND FOR GLASS PANELS
-

• Stand for glass panels with thickness 20mm.

• Suitable for wall mounting.

GFH-50
WALL STAND FOR GLASS PANELS
-

• Stand for glass panels with thickness 16mm.

• Suitable for wall mounting.
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MS-1000 D35
ALINGMENT ACCESSORY 
FOR GLASS PANELS
-

Compined with the MS-1000.

MS-1100
HANDRAIL FOR GLASS BALUSTRADE 
SYSTEM
-

Compined with the MS-1000.

300-GHR-2019
HANDRAIL FOR GLASS BALUSTRADE 
SYSTEM
-

Compined with the MS-1000.

300-GHR-2015
HANDRAIL FOR GLASS BALUSTRADE 
SYSTEM
-

Compined with the MS-1000.

https://www.panidis-sa.com/index.php?route=product/product&keyword=MS-1100&product_id=194
https://www.panidis-sa.com/index.php?route=product/product&keyword=300-&product_id=198
https://www.panidis-sa.com/index.php?route=product/product&keyword=300&product_id=197
https://www.panidis-sa.com/index.php?route=product/product&keyword=MS-1000&product_id=193
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Find us on social media 

PANIDIS SA

Headquarters & Factory
11th km Old National Road
Thessaloniki - Kilkis
P.O. Box 141 • P.C. 570 08
Ionia • Thessaloniki • Greece

T  +30 2310 0 780 352
  +30 2310 784 519
F  +30 2310 783 764

Athens Branch
38 Chr. Lada & Lisia    
P.C. 121 32    
Peristeri • Athens • Greece

T  +30 210 5155 430
  +30 210 5155 439
F  +30 210 5155 434

https://www.panidis-sa.com/downloads/Panidis%20Product%20Catalogue%20EN.pdf
https://www.panidis-sa.com/downloads/Panidis%20Product%20Catalogue%20GR.pdf
https://www.panidis-sa.com/downloads/Panidis%20Product%20Catalogue%20EN.pdf
https://www.panidis-sa.com/downloads/Panidis%20Product%20Catalogue%20GR.pdf
https://el-gr.facebook.com/Maksystem.gr/
https://gr.linkedin.com/company/makedoniki-panidis-sa
https://www.instagram.com/panidis.sa/?hl=el

